
Mechanical Drive 

JWN24HTCSL 



M
ec

ha
ni

ca
l R

id
e-

O
n 

Tr
ow

el
s 

Proven heavy-duty worm-drive design features large oil 
capacities and integral cooling fans to reduce heat build-

up and are standard equipment on JWN-Series machines. 

THE JWN SERIES 

These versatile six-foot machines are ideal for jobs up to 6,000 sq. ft. Their lightweight design is ideal for 
high-rises and enable contractors to get on the slab faster. The JWN is equipped with heavy-duty gear-
boxes and a continuously variable transmission that delivers a lightning fast rotor speed of 180 RPM. 

Ergonomic seat reduces operator fatigue. 

Service panels provide easy access to 
components for maintenance. 

Three lights are standard for illuminating 
night time and indoor work areas 

GX670 HONDA V-Twin Engine  

Twin Pitch control simultaneously adjusts blade 
pitch of rotors or disengages to adjust individually  

Operator is able to completely view the 
finishing surface through the frame 

MODEL ENGINE  
ENGINE  

COOLING  

KW 
(HP) 

BLADES PER      
ROTOR  

ROTOR 
RPM 

PATH 
WIDTH 

MM (IN)  

FUEL TANK  
CAPACITY  
LTR (GAL) 

LxWxH  
OPERATING 

WEIGHT       
KG (LBS) 

WHEEL 
KIT 

JWN24HTCSL HONDA AIR 
16.4 

(22.1) 
4 0-180 

1,910 
(75) 

8 (2.2) 77 X 39 X 48 310 (685) EMR2 


